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IN THE CLAIMS : RECEIVED 

CENTRAL FAX CENTER 

LO. (Cancelled) SEP 2 8 2006 

4 (Previously Fresented) The editing server of elaim 30, further 

an AV steam storing unit opecable to store at least one AVstreaou 
5 wherein iriien the received editing information specifieB the addition as the 

editing opeiation» Ulc AV stream obtaining nnit reads the at least one specified AV stream fiom 
the AV stream storing unit, and 

wherein the editing unit perfonoos the editing operation by adding a special effect 
to each specified fi^e contained in the at least one leiad AV stream. 

10 5. (Previously Presentee^ The editing server of claim 30, 

wherein when the received editing information specifies the addition as the 
editinjg operation, the AV str^m obtaining unit receives the at least one specified AV stream 
fiom &e cUent who smds the editiii^ information^ and 

wherein the editing unit performs the <^^*Tng operation by adding a special effect 
1 5 to each spectfiied fiame contained in the at leaat one received AV stream. 

6. (Previously Presented) An audio-video (AV) editing system which comprises the 
editing server of claim 30 and a phirality of clients that are connected via a network to tte editing 
server, 

wherein the plurality of cHenCs each indude: 
20 editix^ information gmyrpting unit operable to generate editing informafion, 

which specifies at least one AV stream, at least one fiame contained in file at least one AV 
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stream* BX\d $Xi editing operHtion which contains at least one of (0) a combining of each specified 
frame and (b) an adcfition of a special effbct to each specified fiame; 

an editing ioRytxasAan transmitting unit operable to transmit the g^zDerated editing 
in&imation to the editing server, 
5 a stream receiving unit operable to receive an AV stream, for which the editii^ 

operatioa has been perftinned, fiom the editing server; and 

a reprodacmg tmit operable to reproduce &e received AV sfzeam. 

7-25. (CanceUfed) 

26. (Previous^ Presented) A system to edit an andioMdeo (AV)streamj comprising: 
10 a plurality of editing clients in communication with a ndiwotk; and 

an edit server in communication with the netwoik, wherein the edit server is in 
commumcation with each of the editing clients via the network, and wherein the edit server is 
oanfiguied to: 

store a first AV stream le ceiv ed from a first editing client, 
1 5 store a second AV stream received from a second editing client, 

receive msiructions from the first editing client fbr editing the first AV stream, 
i^ceive instructians from the second editii^ cliemt fbr editing the second AV 

stream, 

edit the first AV stream acoordu&g to ^ instructions received &om the first 

20 editing client* 

edit the second AV stream aococding to the instructions recdved from die second 

editing client 

OHARH/uRWtfjma 3 
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combine the edited fizst AV stream with the edited second AV stream to fonn a 
oomhised A V Btrcam^ and 

transmit the combined AV stream to the first editing client and the second editing. 

client 

5 27. (Previously Presented) An ^aratus configured to edit an aadioAadco (AV) 

stream^ comprising: 

an edit seEver in communication wiHi a first editing client and a second editiQg 
client m a netwodc, wherein the edit server is configured to : 

store a first AV stream received fiom the first editing cHent, 
10 store a second AV stream receLved fiom^ second editing client^ 

receive instructions firom the first editing client fbr editing the first AV stream^ 
receive instructioxis fiom the second editing client for editing the second AV 

stream, 

edit the first AV strc&m according to the instructions received fiom the first 

15 editing client^ 

edit &c second AV stream according to the instructions received fiom the second 

editing cHent 

combine the edited first A V stream with the edited second AV stream to form a 
combined AV stream, and 
20 transmit (he combtued AV stream to the first editiog client and the second editing 

client 
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2S. (Previously Preseated) A computer-iinplemented metliod to edit m aadioAddeo 
(AV) stream, compriEmg: 

storing, in an edit server, a. first AV stream received from a fcst editing client in 
commimication with tbe edit server via a aetwoiic; 
5 storing, in the edit 5Civcr» a second AV stream received ftom a second editing 

client in communication with the edit server via the network; 

receiving, by the edit server, instructionB from the first editing client fi>r editing 
the first AV stream; 

receiving, by the edit server, instructions from the second editmg client &r editing 
10 the second AV stream; 

editing, by the edit server, the first AV stream according to the instxttcfios3« 
received from the first editing client;, 

editing, by the. edit servex, the second AV stream according to the instructions 
received from &e second editing client 
15 combining, by the edit server, the edited first AV stream with the edited second 

AV stream to form a coniinncd AV stream, and 

transmitting, by the edit server, the combined AV stream to liie first editii^ client 
and the second editing client 

29. (Previously Presented) A computer-readable medium which stores instructJons 
20 that when executed by a processor cause the processor to perfi^rm a mcAtod comprismg the steps 
ofi 
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storing, in an edit sbtvcx. a first AV stiran iccdved from a first editing cli«it in 
commimtcatian whh the edit server via a netwarK; 

storing, in the edit seiveT» a second AV stream tcodved torn a second editing 
client ia communication with flje edit sorvei via the network; 
5 receiving, by the edit server, instructions firom the first editing client for editing 

the first A V stream; 

receiving, by the edit aerver, instructions from ttie sec(»id editing client for editing 
the second AV stream; 

editings by t&e edit server/aie first AV sttcsm according to ibc instructions 

10 received from the first editing client^ 

editmg, by the edit server, the second AV stream acooiding to the instructions 
received &om the second editing clienl 

combining by the edit server, the edited finrt AV stream wifli fhe edited second 
AVati^amtn form a combined AV stream, and 
15 transmitting, by the edit server, the combined AV stream to the first editing cKent 

and the second editing clienl 

30. {Previously Presented) An editing s«ver Included in an andio/video (AV) editing 
system, which includes a plurality of clients that are connected via a network to the editing 
serveTi the editing server comprising: 
20 an editing information recdving unit operable to receive editing information firan 

a client out of the phtraKty of clients via a network, whereia the edztiz^ in&rmatiom specifies at 
least one AV stream, at least ox» flame contained in the at least one AV stteam, and an editing 
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operation which contains et least one of (1) a combinxog of each specified fiame. and (2) an 

addition of a special efibct to each specified fiame; 

an AV stream obtaining unit operable to obtain eadi ^ecified A V strcanu 
an editii® tmit operable to perfbnn the editing operation for the obtained AV 
5 streams in accoidancc with the received editing infin^^ 

a tiansmittii^ vmit operable to tianamit each AV stream, for which &e editing 

operation has been perfbimedt to the client via a network; and 

aa AV stream stortag unit operable to store at least one AV stream^ 
wherein when the received editing information specifies at least two AV streams^ 
10 at least two video frames in the at least two AV streams, and ttie combining as tbie editing 

operation, the AV stream obtaining rant reads the at least two specified AV streams &cm the AV 

stzeam storing unit, 

wherein the editing unit performs the editing operation by combining the at least 
two specified video fiames contained in the at least two read AV streams to generate a combined 
15 video frame» 

whaein the editing unit indudes: 

a size reducing subimit operable to reduce a resolution of the combined video 

&$nxo^ and 

wherein the transmitting unit tnansmits Ssc combined video fiiamCi the resohition 
2Q of which is reduced, to the client via a netwoafc 
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31, (Previously Presented) Aa editing method used by an editing servesr of an 
audio/video (AV) editing system, which includes a phinility of clients that are connected via a 
network to the editittiig server, the editing method coi^^ 

an editing infortnatian receiving st^ for receiving editing infiomation from a 
5 client out of the plurality of clients via a networic, wherein the editing urformfltion specifies at 
least one AV stream, at least one ftame contained in the at least one AV stream* and an editmg 
operation vMch contains at 2ea«t arts of (1) a combining of each specified &ame, and (2) an 
addition of a special cSoct to each specified JEhame; 

an AV stream obtaining step for obtainir^ each specified AV stream; 
IQ an w^iiiTig st^ for performing the editing operation for the obtained AV streams 

in accordance with the received editing fnfbrmaticn; 

a transmittii^ step for transmitting eadi AV streaon, for which the editing 
operation haa been performed, to the client via a network; and 

an AV stream storing step for storir^ at least one AV str^on* 
1 5 wherein when the received editmg information specifies at least two AV streams, 

at least two video fiames in the at least two AV streams, and the combining as the ectiting 
operation, the AV stream obtaining step reads die at least two specified AV streams stored in the 
AV stream storinig atq>, 

wherein the editing step performs the editing opemtion by combmmg the at least 
20 two specified video frames contained b the at least two read AV streams to generate a combined 
video fiame, 

wfaerdn the e^tmg step includes: 

aiIAREIVRVV(933S3J & 
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a size reducing sub-st^ for reducing a resolution of (he combined video ftame, 

and 

wherein the transmitting step transmits fhe combined video frame, tbc resolutian 
of wiiicb 18 reduced, to the client via a networic 

5 32. (Previously Presented) A program recording medium wiiich is readable by a 

server computer of an audio/video (AV) editing system including a plurality of cli^ conxputers 
that are connected via a network to the server computer, a computer program embodied on the 
program recording medium has 6ie server computer conduct the steps o£ 

an editing infbnuatton receiving step fi>r receiving editing information ficm a 
10 . client out of the plurality of clients viz a network, v^rcin fhe editing information specifies at 
least one AV Stream, at least one frame contained in the at least one AV stream, and an editing 
operation which contains at least one of (1) a combining of each specified frame, and (2) an 
addition of a special eifect to each specified firame; 

an A V stream obtaining step for obtaining each specified AV strcsati^ 
15 an editing step for performing the editing operation for the obtained AV streams 

in accordance with the received editing informstion; 

a transmitting step for transmittine each AV stream, for -w^ich the editii^ 
operation has beea performed* to the client via a network; and 

an AV stream storing step for storing at least one AV stream, 
20 wherrin when the received editing infoimation specifies at least two AV atreama, 

at least two video frames in flie at least two AV streams^ and (be combining as the editing 
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opemtiozi, ttic AV stream obtaimxzg st<p ttBdB fhe at least two specified AV streams stored m the 
AV stFBsm stonng step, 

wherein the editing step perfontis the editing operation by combining the at least 
two specified video frames contained in the at least two read AV streams to generate a combined 
5 video fiame> 

wherein the editing step includes: 

a size reducmg sub-stej> for reducing a resolution of the combined video fiame> 

and 

wherdn the transmitting step transmits the combined video ftame, the resolution 
10 of which is reduced, to Ihe client via a netwozk. 

33. (New) The system to edit an audio/video (AV) stream of claim 26 further 
Gompxising: 

a storage unit for stotitLg AV data in a pre-detennmed format; 
a video efifect producmg unit ibr perfbxlning video editing by changing colors, 
15 adding mosaic tiling* combining video effects and generating a second picture within a picture^ 
a video unit for recording edited AV fitreanis on a recordiiig medi 
an AV data management unit for controlling read and write operations to Qxe 

storage unit; 

a phuaHty of decoders fbr decoding data 5tored on die stoiHge unit; and 
20 a pluiali^ of encodets for encoding edited AV streams. 
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